
6FM75FR (12V75Ah)
LONGWAY® FR battery is a front terminal battery. 6FM75FR battery is a front
terminal battery up to 12 years expected life for Telecom use . As with all
LONGWAY® batteries, all are rechargeable highly efficient, leak proof and
maintenance free.

Specifications:

Dimensions: L562*W115*H187(TH194)

Constant Current Discharge Characteristics (A, 25℃)
F.V/TIME 5min 10min 15min 30min 60min 2h 3h 5h 8h 10h 20h

9.60 210 151 131 85 48.8 29.4 20.2 13.7 9.2 7.6 4.0

9.90 204 146 129 83 47.8 29.2 20.1 13.6 9.1 7.6 4.0

10.2 200 143 126 81 46.8 28.8 19.9 13.5 9.1 7.5 4.0

10.5 193 139 122 79 45.3 28.5 19.7 13.4 9.0 7.5 3.9

10.8 164 135 120 77 44.5 28.2 19.5 13.2 8.9 7.5 3.9

Constant Power Discharge Characteristics (Watt, 25℃)
F.V/TIME 5min 10min 15min 30min 60min 2h 3h 5h 8h 10h 20h

9.60 2205 1628 1448 966 565 340 237 162 110 91 48

9.90 2139 1579 1419 947 545 338 236 161 109 90 48

10.2 2095 1547 1390 928 534 333 234 160 109 90 48

10.5 2029 1498 1347 899 517 330 231 158 108 90 47

10.8 1720 1454 1321 881 507 327 229 156 86 90 47

Cells per Unit 6
Normal Voltage 12V
Capacity 75Ah@10Hr-rate to 1.80V per cell@25℃
Weight Approx(23.5±3%kg) (51.8lbs)
Maximum Discharge Current 750A(5sec)
Internal Resistance Approx. 6.2mΩ full charged @25℃
Operating Temperature Range Discharge: -20℃~60℃

Charge:0℃~50℃
Storage: -20℃~60℃

Nominal Operating Temperature Range 25℃±3℃
Float Charging Voltage 13.7~13.9VDC/unit Average @25℃
Maximum Charging Current 18.75A
Equalization and Cycle Service 14.4V~15.0VDC/unit Average @ 25℃
Self Discharge LONGWAY Valve Regulated Lead Acid (VRLA) batteries can be stored

for more than 6 months at 25℃. Self-discharge ratio less than 3%
per month at 25℃. Please charge batteries before using.

Terminal Terminal F12
Container Material ABS(UL94-HB)

*Flammability resistance of (UL94-V0) can be available upon request




