
6FM200H (12V200Ah)
LONGWAY® 6FM200H specially designed for high efficient discharge
application .Its characteristics are high energy density , small footprint and high
discharge efficiency . It can be used for more than 260 cycles at 100%
discharge in cycle service , up to 10 year in standy service.As with all
batteries, all are rechargeable highly efficient, leak proof an maintenance free.

Specifications:

Dimensions: L522*W240*H219(TH224)

Constant Current Discharge Characteristics (A, 25℃)

F.V/TIME 5min 8min 10min 15min 20min 30min 60min 90min
9.60 916.0 680.0 510.0 448.0 342.0 255.0 140.0 100.0
9.90 893.1 663.0 497.3 438.1 334.5 248.6 138.6 99.00
10.2 870.2 646.0 479.4 418.9 319.8 243.5 134.4 96.50
10.5 833.6 620.2 466.7 412.2 316.4 237.2 130.2 96.00
10.8 769.4 571.2 431.0 385.3 302.7 227.0 126.0 92.00

Constant Power Discharge Characteristics (Watt, 25℃)

F.V/TIME 5min 8min 10min 15min 20min 30min 60min 90min
9.60 9920 7385 5875 4932 3858 2984 1655 1188.0
9.90 9753 7260 5728 4942 3773 2909 1638 1176.1
10.2 9607 7132 5523 4725 3607 2849 1589 1146.4
10.5 9303 6921 5376 4649 3568 2775 1539 1140.5
10.8 8772 6512 4965 4346 3414 2655 1489 1093.0

Cells per Unit 6
Normal Voltage 12V
Capacity 200Ah@10Hr-rate to 1.80V per cell@25℃
Weight Approx.(58.0±3% kg) (127.87lbs)
Maximum Discharge Current 2000A(5sec)
Internal Resistance Approx. 4.2mΩ full charged @25℃
Operating Temperature Range Discharge: -20℃~60℃

Charge: 0℃~50℃
Storage: -20℃~60℃

Nominal Operating Temperature Range 25℃±3℃(77℉±5℉)
Float Charging Voltage 13.7~13.9VDC/unit Average @25℃
Maximum Charging Current 50A
Equalization and Cycle Service 14.4V~15.0VDC/unit Average @ 25℃
Self Discharge LONGWAY Valve Regulated Lead Acid (VRLA) batteries can be stored

for more than 6 months at 25℃. Self-discharge ratio less than 3%
per month at 25℃. Please charge batteries before using.

Terminal Terminal F13/F19
Container Material ABS(UL94-HB)

*Flammability resistance of (UL94-V0) can be available upon request



KY-IOP-LW12-200H AO.November 2014


