
6FM12L (12V12Ah)
LONGWAY® 6FM12L specially designed for high efficient discharge
application .Its characteristics are high energy density , small footprint and high
discharge efficiency . It can be used for more than 260 cycles at 100% discharge
in cycle service , up to 10 year in standy service.

Specifications:

Dimensions: L151*W100*H94 (TH105)mm
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Constant Power Discharge Characteristics (Watt, 25℃)

F.V/TIME 5min 8min 10min 15min 20min 30min 60min 90min
9.60 595 443 353 296 231 179 99 71.3
9.90 585 436 344 297 226 175 98 70.6
10.2 576 428 331 283 216 171 95 68.8
10.5 558 415 323 279 214 166 92 68.4
10.8 526 391 298 261 205 159 89 65.6

Starting Specification
temperature -5℃ 0℃ 5℃ 15℃ 25℃ 35℃ 45℃

Cranking Amp 240 257 274 292 309 326 343

Time /FV 7.2V ≥30S ≥30S ≥30S ≥30S ≥30S ≥30S ≥30S

Cells per Unit 6
Normal Voltage 12V
Capacity 12Ah@20Hr-rate to 1.75V per cell@25℃
Weight Approx.(3.55±3%) kg (7.83 lbs)
Maximum Discharge Current 350A 15 sec @to7.2V @25℃
Internal Resistance Approx. 8mΩ full charged @25℃
Operating Temperature Range Discharge: -20℃~60℃

Charge: 0℃~50℃
Storage: -20℃~60℃

Nominal Operating Temperature Range 25℃±3℃
Float Charging Voltage 13.7~13.9VDC/unit Average @25℃
Maximum Charging Current 3.6A
Equalization and Cycle Service 14.4V~15.0VDC/unit Average @ 25℃
Self Discharge LONGWAY Valve Regulated Lead Acid (VRLA) batteries can be stored

for more than 6 months at 25℃(77℉). Self-discharge ratio less than 3%
per month at 25℃(77℉). Please charge batteries before using.

Terminal Terminal F3
Container Material ABS(UL94-HB)

*Flammability resistance of (UL94-V0) can be available upon request
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